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ii910 ii900
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USB-C 

12.1 dB SPL  114.6 dB SPL  
1 dB SPL 2 kHz 

4.4 dB SPL  101.2 dB SPL  
2 dB SPL 19 kHz

12.8 dB SPL  119.2 dB SPL  
1 dB SPL 35 kHz

19.8 dB SPL  116.1 dB SPL  
3 dB SPL 52 kHz

41.4 dB SPL  129.0 dB SPL  
1 dB SPL 80 kHz

54.4 dB SPL  135.5 dB SPL  
1 dB SPL 100 kHz

15.4 dB SPL  115.2 dB SPL  
1 dB SPL 2 kHz

5.6 dB SPL  102.5 dB SPL  
2 dB SPL 19 kHz

28.4 dB SPL  131.1 dB SPL  
1 dB SPL 35 kHz

41.8 dB SPL  133.1 dB SPL  
3 dB SPL 52 kHz 
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EDBC 290

3   

     ii900 -10 C  45 C (14 F  113 F)

     ii910 -10 C  40 C (14 F  104 F)

 -20 C  70 C (-4 F  158 F) ( )

10 %  95 %

 (  x  x ) 186 mm x 322 mm x 68 mm (7.3  x 12.7  x 2.7 )

  
( ) 1.7 kg (3.75 )

 (IP) IP40
 1 mm  
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 RoHS 

 IEC 61010-1
  

(EMC)
IEC 61326-1  IEC 61326-2-2 

CISPR 11 Group 1 Class A
 (KCC) Class A  ( )
 (FCC) 47 CFR 15  B  15.103
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FLK-ii910 
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Fluke. Keeping your world up and running.®


